BELL SYSTEM PRACTICES SECTION 074.111-101 
Plant Series Issue 4, July, 1953 


AT&TCo Standard 
CODED TOOLS 
NO. 341 TO 353C 


DESCRIPTION 


TOOL, 341 Manufacture Discontinued TOOL, 345 
Replaced by the No.341B tool 
A-137150, Det. 


Screw 


craw 
TOOL, 341B 


ee 
[=o PD 


Line switch test tool. 51.6 ohms and 141 
ohnus. 


Replaces the No. 341 tool. 


A-137150, Det.15 
Spring 


A-137150, Det.16 
Pin 


For use on plunger type secondary line 
switches and out-trunk switches. 


TOOL, 342 . Screw 


Washer P=237939 Plate Assembly 


Po224291 
ik —— mal Bushing P-224294 Plate Assembly 


Jack sleeve remover and replacer 


Line switch test tool. O ohme and ‘/50 ohms. POE MBG: OD. Dem 800) 292°C yp s. cke 
For use on plunger type primary line TOOL, 346 
awitches, © —TOOL, 346B 
POOL, 343 Manufacture Discontinued D 
Replaced by the No. 369 tool ff i 7 z 
TOOL, 34h T ame 3 
¢ A 
a 
t 
Tool Dimensions 
Now TA’ — 


34O 5" 1" l/h" = 3/8" 
3460B 5-5/8" 1-1/8" 1/8" 5/38" 


Spanner wrenches 


ifs ar bonis att bt eas No. 346 tool is for use with the No, 347 
Offset screwiriver. tool on earlier l0-type bearings and 
lé-type drives on vertical drive shafts, 
Replaces the No. 304 tool, 


ree Ko. 346B tool is for use in adjusting input 
For general use. and output motor drives of the AMA systes. 
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TOOL, 347 


Spanner wrench. 
For use in conjunction with the No. 346 tool 


on garlier 10-type bearings and 16-type 
drives on vertical drive shafts. 


TOOL, 348 


Bearing remover. 


For use on A= and Betype sequence switches 
and power driven rotary selectors. 


TOOL, 349 


3/16" and 732" Hex. closed, double-end off- 
set wrench. 


Replaces the Nos. 208 and 231 tools. 


For use on $0-type dial testers, 22-type 
drops and relays. . 
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TOOL 350 


Spring adjuster. 
For use on gravity type relays. 


TOOL, 352 
A-138362, Det.2, Collar 
P-298040, Det.1, Spacer 


A-138362, Det.3, Shaft 


awe eee ee ee ewww ee we 
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P-125061 Hex.Nut P.284157 Washer 
Spring separator. 
For use on A= and B-type sequence switches, 


TOOL, 353 Manufacture Discontinued 
Replaced by the ito. 3538 tool 


TOOL, 35383 Manufacture Discontinued 
Replaced by the No. 1003A tool kit 


TOOL, 353C 
A=1,6018, Det.6, Nut 


s 
@) i 


A-146018, Det.10, A~14,6018, 
F.Fil.H.M. Screw t.5, Cap 


Grease gun designed to discharge grease in 
definite limited quantities, 


The No. $70A straight nosale or the No. 571A 
curved nozsle is required for this tool. 


This tool makes up part of the No. lOO3A 
tool kit. 


For general use. 
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